Megger PAT Serial over USB driver Installation

Follow the instructions to install driver for communicating with the PAT300/400

series testers.

Place the generic_serial_usb.inf file in computer’s C:\TEMP folder.

Power up the tester and connect the PC to the tester via a USB cable. For PAT400,

use the top USB socket. The PC will ask the user to install driver for the new
hardware it has found.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

5

Windows will search for cument and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site {with your pemissian).

Can Windows connect to Windows Update to search for
software?

() Yes, this time onty
{3 Yes, now and every time | connect a device
{(#) Mo, not this time

Click Mext to continue.

[ Nest = l[ Cancel

Select the ‘No, not this time’ option and click the Next> button.



Found New Hardware Wizard

5

This wizard helps you install software for:

Megaer USE seral emulation

() ¥ your hardware came with an installation CD

xd;::-’ or floppy disk. insert it now.
What do you wart the wizard to do?

) Install the software automatically (Recommended)
() install from a list or specific location (Advanced}

Click Mext to continue.

[ = Back ” Nest = l[ Cancel

Select the ‘Install from a list or specific location (Advanced)’ option and click on the
Next> button.

Found New Hardware Wizard

Please choose your search and installation options.

() Search for the best driver in these locations.

|se the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

{*):Dont zearch. | will choose the driverto install ;

Choose this option to select the device driver from a list. Windows does not guarantee that
the driver you choose wil be the best match for your hardware.

[ < Back ” Nead = l[ Cancel ]

Select the ‘Don’t search. I will choose the driver to install.” option and click on the
Next> button.



Found New Hardware Wizard

Install New Modem
Please select the modem you wart to install.

f Select the manufacturer and model of your modem. if your modem is not listed, or i you
== have an installation disk, click Have Disk.

[ ] Show compatible hardware

Models
Megger PAT USE sernal emulation
Megger USE seral emulation

/% This driver is not digitally signed!

Tell me why driver signing is impartant

<Back || Net> | | Cancal |
Click on the ‘Have Disk...” button.
Install From Disk
Insert the manufacturer’s installation disk, and then
g\% make sure that the comect drive is selected below.
Cancel
Copy manufacturer’s files from:
|C:\Temp "

Click on the Browse button and navigate to the ‘C:\Temp’ folder and click OK to
proceed.



Found New Hardware Wizard

Install New Modem
Please select the modem you wart to install.

ﬁ Select the manufacturer and model of your modem. if your modem is not listed, or i you
w have an installation disk, click Have Disk.

Show compatible hardware

Models
Megger USE senal emulation

/% This driver is not digitally signed!

Tell me why driver signing is impartant

<Back || New> ] [ Cancel |

Click on the Next> button.

P =

Hardware Installation

L] "_\ The software you are installing for this hardware:
L

Megger USE seral emulation

has not passed Windows Logo testing to verify its compatibility
with Windows XP. (Tell me why this testing is importart.)

Continuing your installation of this software may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft stronagly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| Continue Amyway | [ STOP Instaliation |

If the above window appears, click on the ‘Continue Anyway’ button.



Found New Hardware Wizard

Please wait while the wizard installs the software__. :g

ﬁ:‘ Megaer LUSB seral emulation
B

ushser sys
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Found New Hardware Wizard

e Completing the Found New
& Hardware Wizard
3§

The wizard has finished installing the software for:

5:1 Megaer USB seral emulation
B

Click Finish to close the wizard.

Click on the Finish button to complete the installation.

In Microsoft 2000/2003/XP/Vista environment open the command line console and
type devmgmt.msc to launch the Device Manager applet.



2, Device Manager
nage

MEX

File Acton View Help

== W & 2x A

Batteries
Bluetooth Devices
Computer
“ge Disk drives
§ Display adapters
.2k DVD/CD-ROM drives
[+-{E8 Human Interface Devices
[+]-{=% IDE ATA/ATAPI controllers
[+ €4 IEEE 1394 Bus host controllers
=8 Imaging devices
‘Zp Keyboards
[ ';_'} Mice and other pointing devices
L Modems
R Megger USE serial emulation
.-, ThinkPad Modem Adapter £2
§ Monitors
HE Network adapters
B 1394 Net Adapter
: --H8 Intel(R) 32567LM Gigabit Network Connection
E Intel{R) WiFi Link 5100 AGM

(]
You will find the ‘Megger USB serial emulation’ under the Modems device list.
o= =)
Megger USE serial emulation Properties L"_]ﬁ

| General || Maodem || Diagnostics | Advanced | DCiriver || De‘tails|

BExtra Settings

Bxtra inttialization commands:

[ Advanced Port Settings. .. ]

[ Change Default Preferences... ]

| ok || cance |

Right click on it to open the properties popup. Go to the Advanced section and click
on the ‘Advanced Port Settings...” button.



Advanced Settings for COM13

EUSE FIFQ buffers {requires 16550 compatible UARTE

£

OK
Select lower settings to comect connection problems.
Cancel
Select higher settings for faster peformance.
Defaults
Reccive Buffer: Low(l) J Hoh(a g
Transmit Buffer: Low (1) J High (16)  (16)

COM Port Number:

The COM Port Number indicates which port has been assigned to the PAT tester.

Close all windows and you are ready to communicate with the PAT tester.



